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- With LCD Screen and data remote transfer function, this wonderful LCD digital microscope can be used in high level

i ~ laboratories and universities for teaching, biological and medical research, it also can be used for electronics, circuit board
= ‘and other industrial inspection.

Technical Specifications

Digital Part: 2.0 Megapixels CMOS Sensor
W-LAN and LAN function
Viewing Head: Seidentopf binocular head, 30° inclined, Interpupillary 48-75mm
Eyepiece: Wide Field Eyepiece EW10%¢/ 18
Objective: Infinite Semi-Plan Achromatic Objective 4x. 10x. 40x, 100X
Nosepiece: Quadruple Nosepiece
Stage: Double Layers Mechanical Stage 140mm X 140mm/ 75mm X 50mm
Condenser: Sliding-in centerable condenser NA12.5
lllumination: LED lllumination, Adjustable Brightness
6V/ 20W Halogen Lamp lllumination, Adjustable Brightness (optional)
LCD Screen: 8.4 Inch TFT Touching screen
Output; USB2.0, AV and VGA Output,100M Ethernet interface
System: Windows CE 5.0, compact embedded operating system
Software: NMS{microscope software) & NMS Client{computer software)
with measurement function and reticle ruler
SD Card: Expandable to Max 2GB Kinston SD Card (optional})
Network: With Wi-Fi function connection
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