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-_thlcal System: Infinite Optical System

~ Viewing Head: Seidentopf Trinocular Head, Inclined at 30°, Interpupillary 48-75mm
Camera: 3.2 Mega Pixels CMOS sensor
Resolution ratio: 20481536
Pixel size: 3.2umXx3.2um
Maximum frame rate: 2048x%x 1536 @ 12f/s
16001200 @ 20f/s
12801024 @ 27f/s
1024768 @ 43f/s
Sensitivity: 1.0v/lux-sec {550um)
Exposure: Manual or auto exposure, time adjustable (1-500ms)
SNR: >43dB
Eyepiece: Extra Wide Field Eyepiece EW10x/22
Nosepiece: Quintuple Nosepiece {Can be supplied with backward sextuple nosepiece {optional))
Objective: Infinite Plan Achromatic Objective 4, 10X, 20X, 40%, 100X
Stage: The precision of leading screw stage is Tum
Condenser: Swing Condenser NA0.9/0.25
Filter: Blue and Green filter
lllumination: Halogen Lamp 24V/100W
Control System: The control box of LB-286 Motorized Auto-focus Microscope

The control software of LB-286 Motorized Auto-focus Microscope

Image analysis Software _

USB Dog
G.W & Dimension; 65cm * 46cm * 44cm, 30kg
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